


System Voltage          : 220, 230 V + 10% 50 Hz
Connec�on Sizes                  : 1/2” , 3/4”
Opera�ng Temp.       : 0 - 90 C°
Range Ambient Temp.         : 0 - 40 C°
Range Feature                        : Standby Mode

Body           : Brass / Nickel Coated
Float                             : PP - Polypropyle
Max. Work. Temp.     : 110
Max. Work Pressure  : 10 Bar 

VACUUM DEGASSERS
Product Code VIRA- DEG

Product Code SV-D
AUTOMATIC AIR VENTS

DIRT SEPARATORS
Product Code SD-D
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DIRT SEPARATORS
Product Code SD-D

Body           : Brass / Nickel Coated
Float                       : PP - Polypropyle
Max. Work. Temp.     : 110
Max. Work Pressure  : 10 Bar   
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Body                  : Carbon Steel - ST37
Size    : DN 50 -600
Max. work. Temp.            : 110
Max. Work. Pressure.      : 10 Bar  

DEAERATOR / AIR SEPARATOR
Product Code SV

DIRT SEPARATORS

Size    : DN 50 - 600
Body                  : Carbon Steel - ST37
Max. work. Temp.          : 110
Max. Work. Pressure.      : 10 Bar 

Product Code SD

Body Magnet                  : PA
Magnet    : Neodyum
Magnet Power                 : 9.000 Gauss 

MAGNETIC DIRT SEPARATORS
Product Code SD- Y-M / SD-D-M
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DEMAUNTABLE DIRT SEPARATOR
Product Code SD-F-T 

Body                              : Carbon Steel - ST37
Size            : DN 50 - 600
Max. Work. Temp       : 110 
Max. Work. Pressure  : 10 Bar 

Body                 : Carbon Steel - ST37
Size    : DN 50 - 100
Max. Work. Temp           : 110
Max. Work. Pressure      : 10 Bar 

Product Code SC

Product Code SC-T

AIR AND DIRT SEPARATORS

Body               : Carbon Steel - ST37
Size   : DN 50 - 600
Max. Work. Temp       : 110
Max. Work. Pressure  : 10 Bar 

DEMOUNTABLE AIR AND DIRT SEPARATORS
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Body                             : Carbon Steel - ST37
Size    : 110
Max. Work. Pressure      : 10 Bar
Magner Power                 : 13.000 Gauss

Product Code SD-M
MAGNETIC DIRT SEPARATORS

Body                              : Carbon Steel - ST37
Size            : DN 50 - 600
Max. Work. Temp       : 110
Max. Work. Pressure : 10 Bar
Magner Power            : 13.000 Gauss 

Product Code SCX-M
MAGNETIC AIR & DIRT SEPARATOR

Product Code SC-F-M
MAGNETIC AIR & DIRT SEPARATOR

Body                             : Carbon Steel - ST37
Size              : DN 50 - 600
Max. Work. Temp            : 110 C°
Max. Work. Pressure       : 10 Bar
Magner Power                  : 13.000 Gauss
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Product Code SCX-M
MAGNETIC AIR & DIRT SEPARATOR

Product Code SCX-F
HYDRAULIC SEPARATOR

Body                              : Carbon Steel - ST37
Size            : DN 50 - 600
Max. Work. Temp       : 110 C°
Max. Work. Pressure  : 10 Bar

MAGNETIC DEAERATOR, DIRT AND
HYDRAULIC SEPARATOR

Body                          : Carbon Steel - ST37
Size            : DN 50 - 60
Max. Work. Temp       : 110 C°
Max. Work. Pressure  : 10 Bar

Body               : Carbon Steel - ST37
Size   : DN 50 - 600
Max. Work. Temp       : 110 C
Max. Work. Pressure  : 10 Bar
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Touch Temperature ( Exterior ) of jackets : < 45 C°
Classifica�on Temperature    : 260 C°
Working Temperature     : 230 C°
Density       : 140 kg/m3
Color                  : Gray

Product Code VIRAJAC
HYDRAULIC SEPARATOR

Designed For Verticle Lines

Body                 : Carbon Steel - ST37
Size    : DN 50 - 600
Max. Work. Temp        : 110 C°
Max. Work. Pressure      : 10 Bar

VERTICAL SEPERATORS

Vessel    : Stainless Steel
Tundish    : Stainless Steel
Max. Working Pressure  : 10 Bar
Max. Temperature  : 90° C
Hydraulic Tes�ng Pressure : 16 Bar

CHEMICAL DOSING POTS
Product Code VDK
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V- FORCE MAGNETIC FILTER / MODEL D
Product Code VForce-D

EXPANSION TANK
Product Code VEXT

Capacity   : Up To 5000 LT.
Pressure  : 10 / 16/ 25 bar

Maximum Working pressure : 10bar
Maximum working temperature : 100 °C
Product side seal  : EPDM
Magnet    : Neodymium

Y- FORCE MAGNETIC FILTER / MODEL D
Product Code VForce-Y 

Maximum working pressure  : 10 bar
Maximum working temperature : 100 C°
Magnet                  : Neodymium
Product side seal   : EPDM
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Body       : Carbon Steel - ST37
Size                           : DN 50 - 600
Max. Work. Temp.     : 110 °C
Max. Work Pressure  : 10 -16 - 25 Bar

Product Code VMAN
MANIFOLDS

Product Code VMAN
MANIFOLDS

Product Code DAP-5
WALL MOUNTING ACCESSORIES

Body       : Carbon Steel - ST37
Size                           : DN 50 - 600
Max. Work. Temp.     : 110 °C
Max. Work Pressure  : 10 -16 - 25 Bar

Body       : Carbon Steel / Stainless Steel
Connec�on  : Threaded
Accessorizes  : Available
Pressure Class  : PN 10 -16 -25 -32
Max. Work. Temp. : 110 °C
Color   : Blue - Red
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ECO AIRVENT

BUFFER TANKLAR

Body           : Brass
Float           : PP - Polypropyle
Max. Work. Temp.     : 110 °C
Max. Work. Pressure : 10 Bar

Maximum working pressure of buffer tank      : 3 bar 
Maximum working pressure of the coil             : 16 bar.
Buffer tank maximum opera�ng temperature : 95°C.
Coil maximum opera�ng temperature              : 110°C

Capacity : - 5000 LT.
Op�on  : Single and Double
  : Serpan�ne Boiler

Product Code Eco A�rvent

Product Code VHW
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ACT SERİES TANGENTİAL AIR SEPARATORS

THREADED STAINLESS STEEL COLLECTORS

Flow rate = 700 gpm
Pipe size = 8”
Velocity = 4.5 fps
Maximum pressure drop = 2 �.

Flow rate = 230 gpm
Pipe size = 4”
Velocity = 5.8 fps
Maximum pressure drop = 2 �.

Working pressure     : 20 bar
Threaded collector   : 1 1/4” – 4”
Flanged collector       : 2” – 10”



• Deaerators

• Ball Valves

• Actuators
• Steam Separators
• Condensate Pump
• Sample Coolers

• Steam Flow Meters


