












BKV 5400 Blowdown Valves

Techn�cal Data

Type DG 5400

Nodular Cast Iron, Carbon Steel

Flanged

Threaded

PN 40

Body

Pressure Class

Process Connect�on

Probe Connect�on

���'���ñ�ð�ì�ì���W�Œ�}�������,�}�µ�•�]�v�P

Techn�cal Data

On-O�, Spr�ng Return (Fa�l-Safe)

Sw�tch Box, Namur Soleno�d Valve, A�r F�lter

Type BKV 5400-P

WCB

-10 - +230 °C

Metal to Metal

PN 40

Body

Pressure Class

Operat. Temp. 

Seal�ng

Actuator

Control

Accessor�es

FlangedConnect�on

Pneumat�c (D�aphragm)
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D�mens�ons

DG 5420 

Type

DN 20

DN 25

DN 40

120 146 1051/2’’

150

188 188

150

150

1151/2’’

1/2’’

G (�nch) H (mm)D (mm) O (DN)

DG 5425

DG 5440

S�ze
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D�mens�ons

20

25

105 394,5 170 146483,5

115 394,5 170 156483,5

40 150 407 170 200522

H (mm) H1 (mm)DN D (mm) L1 (mm) L (mm)Type

BKV 5420-P

BKV 5425-P

BKV 5440-P

V�ra reserves the r�ght to mod�fy the products and spec�f�cat�ons w�thout pr�or not�ce.
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Type

Techn�cal Data

DG 5300

Carbon Steel, Sta�nless Steel

Threaded

Threaded

PN 40

Body

Pressure Class

Process Connect�on

Probe Connect�on

D�mens�ons

47

47

47

47

92,5

97,5

105 27,6

34,5

68

82,5

104

112

117

125

140

150

43

49

18 x 4

18 x 4

A (mm) B (mm)L (mm)S�ze

DN 20

DN 25

DN 32

DN 40

Type

DG 5320

DG 5325

DG 5332

DG 5340

14 x 4

14 x 4

C (mm) D (mm) D1 (mm)

115
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