




Loosen the screws and remove the 
cover �n the arrow d�rect�on.

After remov�ng cover, degasser
w�ll be seen �n hor�zontal pos�t�on.

To be able to remove degasser out of box, loosen the bolts at the bottom.

Remove the degasser out of the box carefully
�n the arrow d�rect�on.

When carry�ng the degasser �n a vert�cal pos�t�on, carry �t carefully by hold�ng �t
from the ce�l�ng.

Unbox�ng



The un�ts are connected to the �nstallat�on by
Flex hoses. There must be one meter hor�zontal
d�stance between the �nlet and outlet l�ne.
The un�ts w�th ref�ll feature have the th�rd
Flex hose connect�on. Only for V3-R 
Model th�s th�rd flex hose �s suppl�ed �n the
box. For other models all hoses �s
suppl�ed connected to the un�t.

Wall hang�ng �s only ava�lable for the V3 model.
Larger products should be pos�t�oned on the
floor on product feet.

If the un�t �s used as floor stand�ng, use threaded
legs suppl�ed w�th the un�t.

Use gaskets suppl�ed w�th the un�t.
Wh�le mak�ng flex hose connect�on.

Flex Hoses Mount�ng

Wall Mount�ng

Floor Mount�ng

Gaskets

Assembly



 

Comm�ss�on�ng

1. Degasser �nlet hose �s connected to the �nstallat�on. The outlet hose �s left  open to
      the atmosphere tp d�scharge a�r �n the degasser.

2.  The �nlet valve ��s turned to yhe closed pos�t�on.

3.  The energy connect�on of the degasser �s made and the system �s energ�zed.

4.  By press�ng the MENU button on the controller to make the necessary sett�ngs �n
      accordance w�th the �nstallat�on.

5. The MENU funct�on �s accessed by press�ng the ENTER button and the TEST
     funct�on �s started.
     Input Soleno�d Valve �s opened by press�ng Down Arrow button and sw�tch�ng
     ‘’Int OFF’’ (InternalOFF) to ‘’ Int ON’’
     The �nlet valve �s slowly opened to f�ll the degasser w�th water �n a controlled
     matter. The water f�ll�ng process �s cont�nued unt�l there �s no a�r rema�n�ng �n the
     degasswe (unt�l some water floe-ws from the degasser outlet hose).

• Max. Pressure
• Ref�ll M�n. Pressure
• ref�ll Max. Pressure
• Work�ng Hours
• Language etc.

6. Press down arrow button on controller aga�n and make INT-OFF to close the �nput
    soleno�d valve.

7. Degasser outlet l�ne �s connected to the system and ex�t valve �s opened.

8. Press MENU to SYSTEM ON / OF and select ‘’SYSTEM ON.

9. Press the MENU(ESC) button to ex�t the MENU and start the degasser.

Note: In V9 models, the system can also be vented us�ng the a�r vents on the vacuum tube and
on the pump. In the f�rst f�ll�ng phase, when the �nlet and outlet hoses are connected. a�r vents
po�nts on the pump and vacuum tube must be open and after the water comes out of the 
valves, they must be closed.



Troubleshoot�ng

1.1 No Water ( ER01)
When the product �s started, �t wa�ts for the tube to be completely f�lled and pressur�sed 
w�th�n 360 seconds. If pressure �s not bu�lt up w�th�n th�s per�od, a "No Water" error w�ll 
occur.
In th�s case, ensure that there �s water �n the system and that the valves connected to the 
�nlet l�ne are fully open.
You can check the tube pressure w�th the pressure gauge attached to the cyl�nder.
If the pressure gauge �nd�cates pressure �n the tube but you st�ll rece�ve the "No Water" 
error, you can m�n�m�ze the pressure read�ng by pull�ng the p�n on the "pressure sw�tch" 
toward you and turn�ng �t �n the d�rect�on of "-" to start the product.

1.2 Sensor Error ( ER02 )
When the pressure sensor can't get any �nformat�on or rece�ves wrong �nformat�on from the 
system, �t g�ves a sensor error. The pressure sensor may be faulty or d�sconnected. Check 
connect�ons, replace the sensor �f faulty. 
In th�s case, a red l�ght w�ll be on the screen, but the product w�ll cont�nue to operate. Unt�l 
th�s �ssue �s resolved, the product w�ll not be able to automat�cally ref�ll.

1.3 H�gh Pressure ( ER05 )
Th�s occurs when the system pressure �s h�gher than the factory sett�ngs or the SET value 
you entered. In th�s case, we know that the system pressure �s h�gher than �t should be. The 
product w�ll not�fy you by turn�ng on a red l�ght on the d�splay, but the product w�ll cont�-
nue to operate.

1.4 Standby
S�nce there �s no a�r �n the system, the degasser stops automat�cally. After 12 hours, �t 
works aga�n and checks the a�r of the �nstallat�on. It d�scharges the a�r �n the �nstallat�on 
and sw�tches to standby. If the dev�ce rema�ns �n standby
mode: ‘TotalA�rvent’ from the ‘Runn�ngLogs’ menü must be checked and the number of 
purged a�r must be mon�tored. If the number of a�r purge does not �ncrease by more than 10 
�n every 12 hours, the a�r sensor and �ts connect�ons must be checked.




